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SUMMARY 

The model studies described herein were performed on a 
1:41.25 scale model of the tunnel spillway, and a 1:25.28 scale model 
of the spillway over the dam. Figures 2, 2A, 3, and 21. 

The investigations of the approach and entrance to the spillway 
showed that flow conditions at the left and center piers were satisfactory, 
but at the preliminary right pier the flow was very rough and a large 
water surface drawdown occurred, Figure 5. The resulting uneven 
flow distribution carried down into the elbow and almost filled the tun- 
nel. An overhang&g pier was developed, Figures 4 and 6, that pro- 
duced smooth flow around the ~ i e r  and down into the t a ~ e r e d  shaft. * L 

The discharge-capacity calibration of the tunnel spillway 
showed that the maximum discharge of 66,000 cfs could be attained at 
the design head, or reservoir elevation 3297.24, Figure 8. Piezom- 
eter measurements on the spillway crest and transition floor showed 
that no dangerous subatmospheric pressures occurred at any discharge. 

Observations of the flow in the tapered shaft between the tran- 
sition and the vertical bend showed that the design was adequate in 
every respect and that no changes were necessary. The flow in the 
150-foot radius preliminary vertical bend a r  elbow had .an unsatisfac- 
tory rough water surface caused by a too abrupt change in direction, 
Figure 12. The elbow was rebuilt and tested using a 250-foot radius. 
The wdter surface was much smoother; and although the flow depth in 
the conduit was about 0.85 of the diameter at the maximum discharge, 
performance was considered satisfactory, Figure 13. Flow in the hor- 
izontal conduit from the elbow to the flip bucket was satisfactory. 

Performance of the preliminary flip bucket was not sati.sfac- 
tory. The curved floor of the bucket flipped the jet away from the 
structure, but the jet was directed away from the center of the rivet 
and consequently the impinging flow .caused a considerable amount of 



that incorporated a horizontal turn to the right and a' supecelevGed 
floor, Figure 18. This bucket directed the flow toward the center of 
the river channel in a stable jet, Figure 19, Piezometer measure- 
ments on the walls of the bucket indicated that the left wall should be 
designed to withstand above atmospheric pressures as  high as  80 feet 
of water. The pressures on the right wall were considerably lower 
but were above atmospheric for all discharges. 

The structures recommended for prototype construction, on 
the basis of the model tests, are shown in Figures 4, 7, 9, 11, and 18. 

Also included in this report, Figure 22, are  curves showing 
the discharge-capacity calibration of the emergency overflow spillway 
located in the arch dam, Figure 2. These curves were obtained from 
a 1:25,28 scale sectional model of the emergency spillway, Figure 21. 

INTRODUCTION 

The Wu-Sheh Dam tunnel spillway is one feature of the Wu- 
Sheh Dam Project. The project is being constructed by the Taiwan 
Power Company to provide desperately needed electricity for Taiwan, 
China (Formosa). The project was designed by the Bureau of Reclama- 
tion through arrangements with the FOA, 

The Wu-Sheh Project is a hydroelectric development located 
on the Wu-Sheh River in Central Taiwan, Figure 1. The project in- 
cludes a concrete gravity arch dam approximately 300 feet high backing 
up the Wu-Sheh River; the Wan Ta Powerplant, an existing structure 
that is being enlarged; the tunnel spillway, located upstream from the 
darn; and an ezergency overflow spillway in the center of the dam, 
Figure 2. 

The emergency spillway is a 90-foot wide, r adid-gate -con- 
trolled overflow spillway located in the center of the gravity arch darn. 
The maximum capacity of the emergency spillway is 30,000 cfn. Since 
this spillway discharges into the river upstream from the powerhouse, 
i t  will raise the water level in the powerhouse tailrace and reduce the 
power output; consequently, i t  will seldom be used. 

The tunnel spillway, with a capacity of 66, 000 cfs, is a fixed- 
wheel gate-controlled structure that will be used to pass the river run- 
off in  excess of the quantity that can be stored in the reservoir, Figure 
2A. The tunnel discharges into the river downstream from the power- 
house. Figure 2 shows the relationship of the various features of the 
Wu-Sheh Project. 

The hydraulic model tests were concerned primarily with de- 
veloping the hydraulic features of the tunnel spillway. The emergency 
spillway was not studied by extensive tests; however, a small sectional 
model of the crest sectiori was built so that a discharge-capacity 



cluded in this report as Figure 22. 

THE MODEL 

A model scale of 1:41.25 was selected so that the head box and 
tail box previ~usly built for the model studies of Yellowtail Dam could 
be reused with a savings in both time and cost. 

The model included the head box containing the portal of the 
tunnel spillway and the topography and approach area near the portal, 
the tail box containing the flip bucket and a part of the river down- 
stream from the powerhouse, and approximately 20 feet of transpal.~r,+ 
plastic pipe representing the tunnel between the spillway and the flip 
bucket, Figure 3: 

The head box was a galvanized-sheet-metal-lined wood struc- 
ture about 12 feet square. The head box contained the approach channel 
and topography in the spillway vicinity, the spillway crest, and the tun- 
nel portal. The topography was formed of rough concrete placed over 
expanded metal lath. The spillway shape was represented by very 
smooth concrete screeded to sheet metal templates. The two spillway 
gates were constructed from heavy-gage sheet metal. The piers were 
built of wood and waterproofed with a plastic paint. 

The transition section between the spillway and the tapered 
tunnel, the tapered tunnel, the elbow, the 27-foot diameter circular 
conduit, and the transition section at the end of the circular conduit 
were modeled from 0.10-inch thick clear plastic sheet. 

The downstream tail box was constructed of water-resistant 
plywood except for one wall which was built with waterproofed cement 
blocks. The riverbed and b* topography were formed in pea-gravel 
and covered with rough-finish concrete to provide a stable channel. 
The flip bucket was constructed of galvanized sheet metal with the 
curved surfaces formed in concrete screeded to sheet metal templates. 
Allcuts in the topography and guide walls in the vicinity of the flip bucket 
were represented in smooth-finish concrete. . . i b 

, > 1 

Water was furnished to the model from the permanent labora- 
tory supply through a 12-inch centrifugal pump and was measured by a 
4-, 6-, 8-, or  12-inch venturi meter, depending on the quantity. The 
flow, after entering the head box, passed through a 6-inch thick rock 
baffle before entering the modeled reservoir area, thus insuring a 
smooth and uniform approach flow. The water surface elevation in the 
head box was measured by a hook gage placed in a stilling well on the 
outside of the box; the piezometer was located in the floor near the ten- 
ter of the head box about midway between the rock baffle and the spill- 
way. .! 
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staff gages located at several points. The tail water level was con-Y 
trolled by an adjustable gate at the downstream end of the box. Pressures 
on the crest, conduit walls and floor, and flip bucket were measured by 
piezometers connected to open-tube water manometers. 

Detalls, physical dimensions, and other features of the model 
are shown on Figure 3. 

-- -- - -- 
THE INVESTIGATION i*  w 

Approach Area 

The approach to the tunnel spillway is a channel excavated in 
a hillside. On the left side of the channel the subgrade material was 
sound and could be cut to a steep slope. Thus i t  was possible to pro- 
vide a straight approach to the tunnel portal, eliminating areas where 
eddies and objectionable current patterns could form. On the right 
side the subgrade material was poor, and a very large area had to be 
completely removed. In addition, the foundation was such that a large 
quantity of mass concrete would be required in the structure to anchor 
the spillway structure. 

Right side approach pier. The preliminary design for the pier 
' 

on the right side consisted of a large quantity of mass concrete in the 
form of a vertical column about 30 feet wide and 50 feet long in i t s  
greatest cross-section. The nose of the pier was streamlined with a 
short radius on +he spillway side and a long radius on the opposite side, 
Figure 4A. 

Flow passing around this pier produced an excessive contrac- 
tion resulting in considerable drawdown of the water surface along the 
inside face of the pier. At the maximum discharge, 66, 000 cfs, the 
drawdown at the crest line was about 15 feet, Figures 4A and. 5. The 
normal drawdown, based on the assumption that *he drawdown is equal 
to the velocity head at the crest axis, should be about 8.9 feet. Using 
this as  a design criterion, the drzwdown should be reduced by about 6 
feet to produce ideal flow conditions. Another poar hydraulic feature 
resulting from the excessive drawdown was the rough and uneven water 
surface produced in the tunnel. The uneven water surface was apparent 
throughout the tapered shaft and contributed, to a large measure, .to 
near filling of the tunnel in the'verticd. bend. Figure 5 shows the flow 
appearance at the right pier. d 

Overhanging pier, first change. Previous model studies have 
shown that a large-radius pier nose is often necessary to provide a t 

I gradual change in direction of flow at the pier nose without causing a 
I 

rough or depressed water surface and that moving the pier nose upstream 
I ~ into a region of lower velocity flow as far as  possible also increases 

the e:fective radius of a nose. It has also been established, however, 
I that a large radius is not necessary for :all-discharges, the large radius 



being necessary for the larger discharges while a much smaller radius 
is adequate for the small flows. 

To include these criteria in a single pier, the overhanging pier 
design was developed. The upper part of the pier has the nose farther 
upstream and inay also have a larger radius than the lower part of the 
pier, Figure 4R, C, and D. 

For the first revision the original pier shape and nose radius 
were retained up to elevation 3270.00. For the next 15 feet, to eleva- 
tion 3285.00, the face of the pier was extended upstream on a 1:l slope. 
From elevation 3285.00 to elevation 3302.00 the dimensions shown on 
Figure 4B were maintained. 

With this pier in place the amount of drawdown was reduced 
from 15 to 10.5 feet at the crest  axis. The roughness of the water sur- 
face in the tunnel shaft was also greatly reduced and presented a much 
smoother appearance. 

At this stage in the testing program a change in the location of 
the prototype turnel portal was made at the request of the designers. 
Field investigations had shown that the foundation conditions would be 
greatly improved if the tunnel entrance was moved 30 feet farther into 
the hillside. All to,pographic features in the model head box were 
therefore changed to represent the new entrance conditions. 

The necessity for a large volume of mass concrete on the right 
side of the spillway was greatly reduced as a result of this change in 
spillway location. It therefore became desirable to determine the min- 
imum size pier necessary for good hydraulic operation. 

Recommended pier. The recommended pier shape was devel- 
oped after observing the flow around the previous piek' at the maximum 
discharge, determining the critical flow regions, and gradually modify- 
ing the pier until i t  was elliptical in form and had only a 6. 3-foot over- 
hang, Figure 4C. The water surface drawdown was about 10 feet at the 
crest axis compared to the theoretical value of 8.9 feet. The flow ap- 
pearance around the pier was very good and the water surface entering 
the tunnel shaft was smooth, Figure 6. 

1 1  

Alternate recommended pier. A structur,al analysis of the - recommended pier made by the designers indicated that"the 16-foot 
thickness might possibly cause stresses that woulcl twist the gate slots, 
causing the gate to bind and be hard to open or  close. The analysis also 
showed that if the thickness was reduced to 12 feet1,the tendency for 
twisting would be entirely eliminated. t , 

\ 

The right pier was redesigned, keeping the same general sur- 
face shape on the inside face from the crest  axis to the nose, but re- 
shaping the pier nose to conform to the reduced thickness. The amount 
of overhang was reduced to 5.8 feet, Figure 4D. The flow appearance 
with this pier was almost a s  good a s  for the first  recommended pier, 



the ohy  difference being a slight asymmetry of the water surface at the 
tunnel portal that became insignificant before the flow reached the ver- 
tical bend, Figure 6. 

Preliminary left side approach., The initial layout of the ap- 
proach on the left side of the spillway was similar to the right side, thepg, 
difference being that an excavated bank on the left side acted as  a flow '\$ boundary and guided the flow toward the tunnel entrance. The pier on 
the left side had the same shape on the inside surface as the right pier. 
On the side of the pier next to the bank, instead of the large-radius 
curved surface a cutoff wall set at a 30° angle with the inside face of 
the pier extended to the bank. The flow appearance with this pier was 
good, but at the maximum discharge the water surface drawdown at the 
crest axis was about 11 feet and there were some water surface irreg- 
ularities that carried down into the tunnel shaft, Figure 5. 

Recommended left pier. When the tunnel entrance was moved 
farther into the hillside the left side approach was completely altered. 
The excavated bank become much steeper and was closer to the left 
side of the spillway entrance. It was then possible to extend a cutoff 
wall at a right angle from the pier to the excavated bank, Figures 6 and 
7. The flow with this pier face was very good, the water surface draw- 
down was not excessive, and there were no surface disturbances that 
carried down into the tunnel shaft, Figure 6. 

'b ; 
I I 

Center pier. The streamlined center pier had the same pier 
nose radii .as the original end piers, Figure 7. ?'he flow at the center 
pier was very good; only very small disturbances to the water surface 
were evident. Since the flow entering the tunnel shaft was symmetrical ! 

and uniform, no changes were considered necessary. Figure 6 shows 
the flow at the center. pier. 

Spillway Crest Investigation 

Calibration. The tunnel spillway was calibrated to determine 
the discharge capacity after the recommended piers had been installed. 
The relation between reservoir elevation and discharge was deterqined 
over the full range of reservoir elevations for regulated and f r ~ e  flow. 
The discharge capacity for regulated flow was measured for 5-foot gs-te- 
opening intervals with both.gates equally open. The reservoir eleva- 
tion refers to a point opposite the spillway about 250 feet upstream 
from the entrance, Figure 3. The piezometer was sufficiently upstream 
to practically eliminate the effects of the drawdown curve on the head 
measurement. 

The results of the calibration are shown by the curves of fig- 
ure 8. The original data points obtained from the model were plotted 
and smooth curves drawn to connect the points. In the case of the par- 
tial gate opening data, the curves were cross-faired at several reser- 
voir elevations to insure continuity and sm'bothness and then plotted in 
the form shown on Figure 8. The calibration showed.that for uncontrolled 
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In the equation 

Q = cLHJ12 

where 

C = coefficient of discharge 
L = spillway width at c res t  axis, 53 feet 
H = total head, 50 feet 

the coefficient of discharge is 3. 52, the same as used for design pur- 
poses. I 

Pressures  on crest. Pressure  measurements were obtained 
from 10 piezometers equally spaced along the center line of the left 
spillway bay, Figure 9. Measurements were obtained at. the maximum 
reservoir  elevation for each 5-foot increment in gate opening from 5 to 
35 feet open. Measurements were also made at the maximum reser -  
voir elevation for uncontrolled fl ow. 

The pressures were above atmospheric at all  piezometers for 
all  gate openings, with the exception of the downstream pieyometer. 
Piezometer 10 indicated slightly subatmospheric pressures  for gate 
openings of 2G feet and less. The lowest pressure measured occurred 
at the 10-foot gate opening and was equivalent to 4.8 feet of water below 
atmospheric pressure. Since this value is well above the cavitation 
range, no alterations to the cres t  shape were recommended. The loca- 
tions of the piezometers and the results of the pressure  measurements 
are  shown on Figure 9. 

I .  

Water surface profiles. Water surface profiles for the maxi- 
mum discharge were obtained both longitudinally and transversely. The 
longitudinal profile was taken along the right wall of the bay while the 
transverse profile was taken across both bays of the spillway along the 
axis of the crest.  The profiles along the piers a r e  shown in  Figure 4. 
The water surface profile along the cres t  axis is shown in Figure 10. 
As a result of the transverse profile, i t  was recommended that the wide 
open position of the gate bottom be raised 2 feet in order to eliminate 
any danger of the water striking the gate at the maximum discharge and 
backing up the flow. 

Flow in Tunnel - 
Entrance transition.   he ehtrance transition extended from 

the tunnel portal at Station 1+42. 75 to Station 1+95.00. The transition 
chamged the shape of the tunnel from two 26.50-foot wide by 50.00-foot 
high rectangular passages to a single 41.00-foot diameter'circular con- 
duit. The center pier, which formed a common wall for the two rec- 
tangular passages, extended down into the transition to Station 1+90.00. 
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The flow in the entrance t rhsi t ion was not symmetrical during 
the initial testing; however, this was not caused by the transition shape 
but rather by the entrance conditions previously described. The en- 
trance conditions had been improved before the following transition in- 
vestigations were made. 

- 
The water surface in the transition was smooth and even ex- 

cept at the downstream end of the center pier. A small fin formed on 
the water surface at the junction of the flows from the two spillway bays. 
However, this fin was small and did not cause waves or other disturb- 
ances to form in the tunnel. 

Six piezometers, Nos. 11-16 were spaced along the center. line 
of the floor of the left half of the transition section, Pigure 9. Pres- 
sures were obtained for eight discharges; and with one exception, the 
pressures were above atmospheric at all times. Piezometer 15, lo- 
cated near the end of the pier, indicated slightly subatmospheric pres- 
sures at all discharges. This was considered to be insignificant since 
the lowest reading was only 3.0 feet of water below atmospheric pres- 
sure. The pressures obtained are shown in the table on Figure 9. 

At the intersection line between the end of the transition and 
the start of the tapered shaft there was a slight separation of the flow from 
the side wall of the conduit at large flows. The separation was about 
midway up the side wal l  and was more pronounced on the left wall than 
on the right wail. Two piezometers, Nos. 16A and 16B on Figure 9, 
were installed in the area  of separation. Pressures at 66,000 cfs were 
about 2.0 to 3.5 feet of water below atmospheric pressure. 

The separation seemed to be caused, in part, by the flowing 
water striking the curved portion of the arched roof and being deflected 
away from the wall. It seemed that if the line of intersection between 
the arched roof and the side wall could be raised so that the flowing 
water did not touch the arched roof, the tendency toward separation 
might be reduced. The designers stated that a modification of this type 
would present the problem of higher stresses in  the arched roof and 
consequently the construction cost would be much greater. Since the 
separation occurred only at Caws above 50,000 cfs and the pressures 
in the separation region were well above the cavitation range i t  was de- 
cided not to modify the arched roof of the transition. 

Tapered shaft. The conduit between the end of the transition 
section G d  the start of the v.ertica1 bend tapered from 41.00-foot di- 
ameter at Station 1+95.00 to 27.00-foot diameter at Station 4+35.83, 
Figure 9. In this length the elevation of the invert of the pipe dropped 
from elevation 3199.74 to elevation 2958,91. 

The flow in this section was very uniform. The water surface 
was smooth and uniform and flowed dov n the full length without vacillat- 
ing from side to side. Eight piezometers spaced along the invert of the 
tapered shaft were used to obtain pressure measurements for eight as- 
charges. Above-atmospheric pressures were obtained at all piezometers 
for all discharges; the pressures are tabulated on Figures 9 and 11. 



changed direction from the 1: 1 slope of the taperedahaft Sb a 0.01 
slope with a 150-foot radius vertical bend ,or elbow, Figure 11. The 
flow around the elbow was not satisfactory at discharges above 50,000 
cfs. The redistribution of the velocity resulting from the flow passing 
around the bend caused irregularities in the .water surface that almoet 
completely filled the tunnel. This redistribution was also reflected by 
pressure readings along the invert of the elobw where pressures  were 
5 to 7 times as  high as pressures  just upstream from the elbow, Figure 
11. Figure 1 2  shows the appearance of the flow in the elbow a t  66,000 
cfs. 

Previous model studies of similar problems had shown that 
coirnbinations of 1z;rge discharges and high velocities in a confined a rea  
required a long-radius elbow to smoothly change the direction of the 
flow. On this basis, i t  was recommended that the radius of the elbow 
be increased to 250 feet, Figure 11. The longer-radius elbow in the 
model produced a much better flow pattern. The water surface still  
had a tendency to almost close over at the roof of the tunnel but only at 
the maximum discharge, Figure 13. The pressures on the invert of the 
elbow were up to 25 feet of water lower than for the shorter-radius 
elbow; the pressures for both elbows a re  tabulated on Figure 11, 

In order for the invert at the end of the longer-radius elbow to 
be at the same elevation as the shorter-radius elbow, it would be nec- 
essary to redesign the entire tapered shaft. In the model, this would 
necessitate rebuilding all of the plastic sections between the c res t  and 
the elbow. Since this change would not have noticeable effect on the 
flow in  the conduit and would cause only minor differences as far  as 
studying erosion and other phenomena in the bucket and downstream 
river area, i t  was decided not to  model the tapered section in i t s  final 
form. The investigation of the flow in  the horizontal tunnel was made 
with the 250-foot radius elbow, but the studies of the flip bucket were 
made with the 150-foot radius elbow. 

Horizontal tunnel. The horizontal tunnel, actually on a slope 
of 0. 01, extended from Station 5+40. 37 to Station 9t00. 37. With the 
150-foot radius elbow in place, the flow had a tendency to fill the hor- 
izontal tunnel at discharges above 50,000 cfs, Figure 12. With the 250- 
foot radius elbow there was an open a rea  along the crown of the tunnel 
at all discharges, Figure 13. The flow distribution was gcod for the 
full length of this section, and the appearance was satisfactory in every 
respect. No changes in  the horizontal tunnel were recommended. 

Downstream transition. The transition at the downstream end 
of the horizontal tunnel was 50 feet long and changed the 27-foot diarn- 
eter circular tunnel to a horseshoe-shaped conduit 46 feet long. The 
horseshoe conduit discharged directly into the flip bucket. The transi- 
tion performed i t s  function very well; the change in shape was accorn- 
plished without any adverse effect on the flow distribution. No changes 
o r  alterations were recommended for the transition. 
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horseshoe conduit immediately downstream from the end of the transi- 
tion, Figure 14. The piezometere were placed in regions most apt to 
produce subatmospheric pressures because of changes in flow pattern 
caused by the transition. The pressures at the piezometers were, for 
practical purposes, all atmospheric or  above for the three representa- 
tive discharges investigated. The pressure readings are tabulated in C 

Figure 14. 

Flip Bucket . 
Preliminar The flip bucket was in a 50-foot long rectangular 

section at -fli-d-3; e en o he horseshoe section. The floor in the rectangular 
section curved upward from the flat bottom of the horseshoe section with 
a 300-foot radius arc to form the bottom of the flip bucket, Figure 14. 

The bucket was adequate in flipping the jet away from the struc- 
ture at all discharges. However, the alignment of the tunnel was such 
that the jet did not impinge near the center of the river channel but 
rather on the excavated berm along the left bank, Figure 15A. The flow 
struck the berm and subjected the- open-cut face to extremely high veloc- 
ities. In the model this did no damage since this section had been 
molded in concrete. However, considerable damage occurred farther 
downstream where the river made an abrupt turn to the right. In this 
area the river channel and banks were formed of loose pea-gravel. The 
pea-gravel on the far bank was pulled down into the river channel, and 
had this test run continued for 2 longer time, a change in the channel 
location would probably have occurred. In order to simplify the future 
tests, all topography included in the tail box was molded in concrete to 
represent the solid rock or  slate as determined from the prototype in- 
vestigations. 

It was apparent from the severity of the erosive action evident 
in the initial tests $hat the jet would have to be turned so that i t  would 
enter the river near the center of the channel. Here the jet energy 
could be dissipated with a minimum amount of damage. At the maximllm 
discharge of 66,000 cfs this energy was equivalent to about 2-112 mil- 
lion horsepower. 

Three methods of turning the jet were discussed. These were: 

1. Changing the alignment or  direction of the tunnel at the 
entrance Y 

2. Placing a horizontal curve as  short as  practicable in the 
downstream end of the tunnel 

b 

3. Placing a deflector o r  horizontal curve in the flip bucket 

The first method was not model tested since construction of the proto- 
type entrance structure had progressed to such a point that the tunnel 
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alignment had already been established. The second and third methods 
were both investigated by the model. 

Horizontal curve in pipe. In order to facilitate the model 
studies, a horizontal curve in the model tunnel was simulated by in- 
stalling wedge-shaped pieces between short. sections of the conduit, Fig- 
ure 16. The first  wedge was installed at Station 9+00, between the end 
of the circular conduit and the beginning of the transition. Only this 
one wedge was installed at first. The conduit at the outlet was thereby 
turned approximately 2-1/2O to the right, Figure 16A. Tests showed 
the jet to be deflected to the right, but i t  still was not close to the center 
of the channel. A second 2-112' wedge was installed between the t rmsi -  
tion section and tht korseshoe conduit, Figure 16A. The jet was turned 
farther to the right but not sufficiently to place i t  near the middle of the 
river. A third 2-1/2O wedge placed between the horseshoe conduit and 
the flip bucket, Figure 16A, caused the jet to impinge near the right 
bank. With the full 7-112' turn to the right the flow conditions were 
greatly improved, but the right bank was subjected to extreme erosive 
forces. With the jet turned it  appeared that the cut in the left bank 
could be eliminated and that a slight reduction of the 7-1 12' turn would 
result in good flow conditions. At the maximum discharge and,with the 
downstream tail water at normal elevation 29 38.0 the jet followed the 
right bank and produced a moderate amount of energy dissipation before 
the flow passed around the downstream bend in the ,river. When the 
tail water was raised slightly above normal the jet direction suddeqly 
switched and followed the left bank, causing extreme turbulence and 
eddying action at the river bend. When the tail water was again lowered 
the jet did not return to the right side, Figure 15B. 

Because of the problems and dangers inherent in turning high- 
velocity flow within a tunnel, i t  was decided that further tests should be 
made to determine the feasibility of accomplishing the full turning of 
the jet in the flip bucket. 

Modifications to flip bucket. The first modification to the 
bucket consisted of placing a simple curve in the downstream 19 feet of 
the left wall. The curved section was the same height as  the existing * 
wall but reduced the exit width by 4.75 feet, Figure 16B. At the max- 
imum discharge the wall turned part of the flow; but due to the thick- 
ness and velocity of the jet, the major portion of the jet was not turned, 
causing part of the jet to rise vertically in a fanlike pattern, Figure 15C. 

In order to give more lift and turn to the jet and at the same 
time prevent i t  Trom fanning out, the curved left wall  was sloped to- 
ward the outside and the floor of the bucket was superelevated, Figure 
16B. The flow with this second modification was unsatisfactory since 
again only a small part otthe jet was turned. 

For the third modification, both walls of the 50-foot long 
bucket were curved to-the right so that at the downstream end the center 
line of the bucket was approximately 17 feet to the right; the floor of 
the bucket was not superelevated, Figure 17A. Operation showed that 



the curvature of this bucket was too abrupt, and the jet along the left 
wall was deflected vertically into the air with such a large amount of 
spray that the design was unsatisfactory, Figure 15D. 

When the amount of curvature was reduced to provide only a 
10-foot deflection, the jet struck the riverbed a short distance to the 
left of the center of the r iver and the amount of spray and splash was ? 

reduced to a tolerable quantity. 

A construction report received from the project office stated . 
that some of the concrete had been placed a t  the downstream tunnel 
portal to prevent landslide damage during the rainy season. Because 
of this the outline and location of the flip bucket became established, 
but field reports indicated that i t  would be possible to extend the length 
of the bucket 10 feet downstream. Thus, there was allowed a total 7 

length of 40 feet in which the side walls could be curved and 60 feet i n  
which the upward curve of the floor could be deveioped."' 

Starting with the above restrictions, the shape of the bucket 
was developed by "cut and try. I t  That is, while running the model at 
the maximum discharge i t  was established, using sheet metal or  wood 
inserts, that a specific poor flow condition might be corrected by 
changing soine feature of the bucket. The model was shut down and the 
alteration made; the effect of the change was then evaluated, and at the 
same time the need for further changes ascertained. 

A s  a result of this development the following critical dimen- 
sions were established. They a re  also shown in the fourth modifica- 
tion on Figure 17. 

1. Left wall. At the top of thewall, elevation 2940. 0, the 
wall was curved to the right in a 129.50-foot radius to provide a dis- 
placement of 7 feet. The wall was constructed with a batter that 
varied from vertical at the s ta r t  of the curve to 1:10 at the down- 
stream end. At the intersection of the wall with the floor a fillet was 
added having a 1-1 / 2: 1 slope that varied in width from nothing a t  the 
s tar t  of the curve to 6 feet wide at the downstream end. < - 

2. Right wall. The right wall was vertical and was curved to 
the right in a 92. S-foot radius to provide a 5j-foot displacement at 
the downstream end. The point of curvatur; of the right wall was 15 
feet downstream from the point of curvature of the left wall. No fil- 
let  was placed at the base of this wall. 

. 
3. Floor. The floor of the flip bucket was formed with a 300- 

foot radius curve; the point of curvature being 60 feet upstream from - 
the end of the bucket. 

The bucket was rebuilt for final testing with piezometers in- 
stalled in  both walls. In the left wall 10 piezometers were installed, 6 
in a horizontal line at elevation 2920 and 4 in a vertical line 3 feet up- 
stream from the end of the bucket. Fourteen piezometers were placed 
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equally spaced &ong the,,curve 1 foot above the floor, Figure 17B. 
J' 

The flow appearance with this bucket was good at discharges 
less than 20,000 cfs but, for larger flows the jet was thrown too far to 
the right and appeared ?;instable with a large amount of splash and spray 
falling on the right bank;. 

I 

Pressure measurements were made for five discharges, 10,000, 
25, 000, 40, 000, 55,000, and 66, 000 cfs. . For discharges up to and in- 
cluding 40, 000 cfs the pressures were near or above atmospheric with 
the exception of the area in the right wall at Piezometers 13 and 15 
where subatmospheric pressures equivalent to 3 feet of water were 
measured. For the tvvo larger discharges the pressures were above 
atmcspheric except fo~r the area at Piezometers 22 and 23. There the 
pressures were also equivalent to 3 to 4 feet of water below atmospheric 
pressure. In the left wall, which received the full impact of the flow' 
in turning the jet, the pressures were all above atmospheric and reached 
a maximum of about 87 feet of water at the maximum discharge. This 
pressure occurred-tit Piezometer 1 and probably would have been much 
larger i f  the wall had not been battered. The complete list of pres- 
sures has been tabulated on Figure 17. 

Recommended bucket. One change was made in the above 
bucket before i t  was recommended. This was to increase the radius of 
the right wall from 92. 5 to 114. 5 feet, Figure 18. The longer radius 
improved the bucket performance in that the reduced width at the end of 
the bucket stabilized the jet, reducing the tendency for spray and splash. 
In addition, the more gradual curve on th,e right side increased the 
subatmospheric pressures to above atmospheric. 

When the bucket was rebuilt to incorporate this change for f i-  
nal testing, eight additional piezometers were installed in the left wall. 
One piezometer was placed in, t .e  formerly subatmosph~ric area of the 
right wall. 

The operating tests for the recommended bucket showed that 
the jet was well controlled at all discharges and entered the river near 
the center of the channel, Figure 19. Pressure measurements indicated 
above atmospheric pressures in all areas. The maximum pressure 
was in the left wall 1 3  the same region as in the previous bucket but was 
equivalent to 90.9 feet oq water. The area in the right wall that form- 
erly showed subatmospheric pressures was above atmospheric, 26.8 
feet of water at 66,000 cfs. The pressures are tabulated on Figure 18. 

Water Surface Drawdown in River 

The ejector action of the jet from the flip bucket caused a 
drawdown in the river water surface upstream from the jet. Since the 
power house is locatedupstream from the tunnel outlet portal, the mag- 
nitude of the drawdownwas determined so that, if necessary, corrective 
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would not be unwatered. 

The magnitude of the drawdown was determined fro 
ference in tail water elevation between two measuring stat 
stream station was in the river about 250 feet upstream f r  
bucket, the second station was located below the bend in the river about t 
1, 500 feet downstream. The method of determining the drawdown was 
to adjust the downstream water surface elevation with the tailgate so 
that the tail water corresponded to the design elevation, After the 
water level had stabilized, the elevation at the upstream station was 
determined. The two tail water curves are shown on Figure 20. The 
elevations shown are average readings; at the downstream station the 
water surface fluctuated a negligible amount at 10, 000 cfs and about 1 
foot for 66, 000 cfs, at the upstream station the fluctuation was 1 foot . 
for 10,000 cfs and increased to 7 feet at 66, 000 cfs. The upstream 
fluctuations were not in the form of choppy or quick acting waves but 
had the appearance of long period swells. In the model the elapsed time 
between the maximum and minimum elevation was about 1 minute or 
equivalent to approximately 6 minutes in the prototype. This amount 
of time would be more than ample for the generator governors to com- 
pensate for the change in water surface. The difference in the average 
water surface elevation between the two measuring stations varied from 
9 feet at 25, 000 cfs to 23 feet at 66, 000 cfs, Figure 20. 

Calibration of Spillway Over Dam 

The calibration of the spillway in the arch dam was performed 
with a 1:25.28 scale sectional model. This scale ratio resulted when 
an existing model head box and crest  station were modified to represent 
the Wu-Sheh spillway crest. The model, shown on Figure 21, prrjvided 
good approach conditions and enough of the spillway face was included 
to insure that the flow characteristics were fully developed. A half 
pier, constructed from wood, was placed on each side of the crest  a s  
part of the wall, Figure 21. A section of one radial gate was constructed 
from sheet metal for use during the calibration of the regulated flow. 
Standard laboratory methods of determining the discharge and reser- 
voir elevation were employed. 

The crest  was calibrated at 1-foot gate-opening increments 
and for uncontrolled flow. Since the sectional model represented only 
19.25 feet of the 45.0-foot widetprototype b8y, the prototype flow 
quantity was computed by dividing the discharge indicated by the model v 

by 19.25 and multiplying by 45.0. 'The results of the calibration are 
shown on Figure 22. For the free flow condition a discharge of 15, 000 
cfs was attained at the maximum reservoir elevation 3297.24. This 
agreed with the quantity used in the spillway design. 
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